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Description of function:
The valve ZSV-3.10 is a pressure-dependent sequence valve. There is no connection between the valve input CO2 and
the  output CA as long as the pressure on CO2 is lower than the rated pressure. The valve switch over and connect the
input CO2 and the output CA, when the input pressure is higher than the minimum release pressure.
Reseting the valve, the input CO2 must be completely exhaust.
Depending on the system size (pipeline lenght), the complete exhaust of the system and thereby the reset of the
ZSV-3.10 need some time.

Operation:
Pneumatic operation by applying the minimum release pressure at the input CO2.

Mounting:
1) Variable mounting position
2) Join connections as follows:
    CO2 ........valve input
    CA .......... valve output

Technical data:

 rated pressure  5   6   7   8 bar
 minimum release pressure 7,3  8,7 10,2 11,6 bar
 max. operating pressure          60bar
 connections          1/8''
 nominal width          1mm
 ambient temperature range          -25°C - +110°C
 VdS approval no. G 503011

Application:
The sequence valve ZSV-3.10 is used for controlling specific system- and equipment components, depending on the
pressure (e.g. flaps with ventilation- and RWA-cylinder, where the valve ZSV-3.10 connect to the RWA-cylinder in the
RWA-case).

Pneumatic symbol:

Ordering example:
    ZSV-3.10 (rated pressure)
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Description of function:
The valve ZSV-3.15 is a pressure-dependent sequence valve. There is no connection between the valve input CO2 and
the  output CA as long as the pressure on CO2 is lower than the rated pressure. The valve switch over and connect the
input CO2 and the output CA, when the input pressure is higher than the minimum release pressure.
Reseting the valve, the input CO2 must be completely exhaust.
Depending on the system size (pipeline lenght), the complete exhaust of the system and thereby the reset of the
ZSV-3.15 need some time.

Operation:
Pneumatic operation by applying the minimum release pressure at the input CO2.

Mounting:
1) Variable mounting position
2) Join connections as follows:
    CO2 ........valve input
    CA .......... valve output

Technical data:

 rated pressure  5   6   7   8 bar
 minimum release pressure 7,3  8,7 10,2 11,6 bar
 max. operating pressure          60bar
 connections          1/8''
 nominal width          1mm
 ambient temperature range          -25°C - +110°C
 VdS approval no. G 503011

Application:
The sequence valve ZSV-3.15 is used for controlling specific system- and equipment components, depending on the
pressure (e.g. flaps with ventilation- and RWA-cylinder, where the valve ZSV-3.15 connect to the RWA-cylinder in the
RWA-case).

Pneumatic symbol:

Ordering example:
    ZSV-3.15 (rated pressure)
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